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ARPANEL sandwich
panels, approved for the
installation of
photovoltaic systems.

More than just a roof — an energy foundation

For modern
industrial and
commercial
architecture.

Energy embedded
in architecture.
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The longevity of a photovoltaic system starts
with a properly designed roof. ARPANEL D
PIR sandwich panels ensure stability, safety
and technical specifications required for the
professional installation of photovoltaic
systems.
Carefully selected material properties,
refined geometry and high-quality
workmanship guarantee that loads are
transferred correctly and that the functional
properties of the product are maintained. 
ARPANEL D PIR provides a solid foundation
for modern photovoltaic installations,
ensuring the safe operation of the site and
long-term reliability.

THE BENEFITS OF PHOTOVOLTAIC SYSTEMS ON ROOFS
MADE FROM ARPANEL SANDWICH PANELS

Effective use of the site potential
A roof made of ARPANEL sandwich panels becomes an active component of the
energy infrastructure.

A stable and secure installation base
The appropriate technical specifications ensure the correct load transfer and long-
term reliability.

Real operational savings
Generating your own energy reduces the operating costs of the site.

Long-term reliability
A solution designed for durability and trouble-free operation for years to come.

A modern standard in industrial and commercial construction
A solution which supports sustainable development and a long-term energy strategy.

A SOLID FOUNDATION FOR PHOTOVOLTAICS



 REISSER RP-T2 6X38
FIXING SCREW

SECTION

K2 BASICRAIL INSTALLATION
SYSTEM

ARPANEL D PIR ROOF
SANDWICH PANEL

Safe installation without
compromising the load-

bearing structure

CHOOSE THE PROVEN SYNERGY BETWEEN THE ROOF AND PHOTOVOLTAICS

Compatibility with
ARPANEL D PIR sandwich

panel roofs

Optimal load
distribution

A solution designed
specifically for modern
industrial, logistics and

manufacturing sites

The combination of ARPANEL D PIR
sandwich panels with the K2 Systems
installation system is a safe and certified
solution for the roofs of industrial, logistics
and commercial buildings.
The system enables the stable installation of
photovoltaic systems without interfering
with the load-bearing structure of the
building, while maintaining technical
specifications of the roof and ensuring a long
service life.

K2 BASICCLIP INSTALLATION
SYSTEM

RECOMMENDED INSTALLATION SYSTEM



BASICRAIL 22 RAIL
Quick-fitting rail.
For installation using BasicClip on a
sandwich panel roof.
Available lengths: 2.40, 4.80 and 5.95 m.
Material: EN AW-6063 T66 aluminium

BASICCLIP FIXING
ELEMENT
A mounting bracket for direct installation of
the K2 BasicRail on the central ridges of a
sandwich panel. It has a general technical
approval – DIBt Z-14.4-603.
Installation: 2 self-tapping screws, 6 × 38 mm.
Material: polyamide reinforced with glass
fibre, UV-resistant.

REISSER RP-T2 6X38*
FIXING SCREW
A 6 x 38 mm self-tapping screw for chip-
free machining, approved for use with
sheet metal. Has a technical approval.
Certificates: abZ (de), abZ (de) BasicClip,
ETA (eu), MCS (gb).
Material: A2 stainless steel, washer with
EPDM seal

*The use of dedicated REISSER RP-T2 6.0 × 38 mm screws ensures system compliance with the requirements of the German technical approval – Zulassung.

RECOMMENDED INSTALLATION SYSTEM



To ensure complete safety and compliance with technical requirements, the following
conditions must be met:

RECOMMENDED INSTALLATION SYSTEM

Panel type ARPANEL D PIR

Panel thickness 60–160 mm

Minimum yield strength of the outer
cladding ≥ 280 MPa

Minimum thickness of the outer sheet metal ≥ 0,5 mm

Number of K2 BasicClip elements Max. 2 pcs./linear metre of system width

Parameter Requirement

TECHNICAL REQUIREMENTS

Minimum clearance from the gutter line and
roof ridge eR ≥ 0,3 m

The minimum spacing between adjacent K2 BasicClip
elements in the longitudinal direction of the panel

e ≥ 0,5 m

INSTALLATION LOCATION – ON THE CENTRAL RIDGES OF THE PANEL

Location of BasicRail rails

Location of BasicClip elements

permitted location of BasicClip elements

prohibited location of BasicClip elements

e ≥ 0,5 m

 eᵣ ≥ 0,3 m

The detailed terms and conditions of the warranty for external steel cladding with
regard to corrosion protection should be agreed with a company representative.



www.arpanel.pl
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This brochure, including the descriptions, technical
data, specifications and drawings, is for information
purposes only and constitutes marketing material.

The brochure does not constitute an offer within the
meaning of the Civil Code.

The manufacturer reserves the right to change the
technical specifications, design, configuration,
appearance and functionality of its products, as well
as to introduce new products and withdraw products
from the brochure, without being required to update
the published material in advance.

The presented information does not constitute a basis
for determining the final specifications and properties
of the products. The binding technical specifications,
terms of performance, scope of delivery and warranty
terms are set out in the individual contract (order).

In the event of discrepancies between the information
contained in this brochure and the contract (order),
the terms of the contract (order) shall be binding.

All copyright to this brochure and its individual
elements is held by Adamietz S.A., the manufacturer
of ARPANEL sandwich panels. Copying, reproducing,
publishing, licensing, using for commercial purposes
or marketing all or part of this publication without the
prior written consent of Adamietz S.A. is prohibited,
subject to cases permitted by the applicable law.

Any infringement of the rights relating to these
materials may result in Adamietz S.A. pursuing claims
as provided for by law, including claims arising from
copyright infringement and acts of unfair competition.

Copyright © 2026, Adamietz S.A.

Please consider the environment 
before printing this brochure.
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